
 

 
Additives 
No.2 UV Contex 

 

”No.2 UV Contex” is a UV inks reducer. Besides general UV inks, it is useable for most UV inks like special UV inks, 

UV hybrid inks, and so forth.  

 

■ Features   

 Effective reducer.  

 Adding 5% reduces tack value by approximately 1.  

 Adding it does not change ink's hard appearance.  

 Addable range of 0～20% is wide.  

 Applicable to both, offset as well as letterpress, printings.  

 Effective in resolving paper dust problem. Further, it is also effective in letterpress printing.  

 It contains liquid photoreactive initiator and therefore has little effect on ink's drying property.  

 Useable for most UV inks.  

 

■ Handling Instructions 

 When mixing with UV inks, use ink spatula to stir and mix well. 

 Adding a large quantity may cause insufficient ink flow. 

 In some cases, it may not be useable for inks like "UV OL SD" and "UV KFI". For detailed information, either refer 

to individual product's pamphlet or contact nearest Sales Office.  

 Leaving under a fluorescent lamp or a direct sunlight can cause the surface to dry. Avoid storing in places of 

extremely high temperature or where direct sunlight enters.  
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 The data contained herein are based on the results of the tests conducted in accordance with the in-house test methods, and are not standard 

values. Always conduct pre-use tests to ascertain the suitability of the product to your requirements. Nothing contained herein is to be 

construed as a recommendation for use in violation of any patents, applicable laws or regulations. It is the responsibility of the user to comply in 

all respects with applicable laws and regulations. 

 Owing to product improvement the information contained herein may be modified without any prior notice. 

 Make sure to read MSDS thoroughly before using the product. 


